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97,55 mm

34 mm

114 mm

ø 2,7 mm

22 mm

 90° 

Put in Spot to
reveal tilt lock

Tools 1,5

TECHNICAL

SPECIFICATIONS
LED:	 1 x High Power LED

Available colours:	 CRI>95: 2700K, 3000K, 3500K & 4000K

Beam angle:	 10º to 70º

Power supply:	 Max. 700mA

Power consumption:	 Max. 7 Watt

Housing:	 Anodised aluminum black or white coated

Weight:	 125gr

IP value:	 IP20

Cable length:	 150 centimeter

Measurements:	 ø 34 x 114 mm (øxh)

Ambient temperature:	 -10º C till +40º C

1 2

3 4

12 mm

22 mm

2 ,7mm 2 ,7mm

x 2

0-90º

Locking Mechanism 

Lock 

Unlock 

1,5

INSTALLATION
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EXTENSION PIPE ASSEMBLY

3 4

# Y106412-X
# Y106413-X

21

5

A

1,5

B

B A

Max. 10 x extension pipe 10 cm on 1 Focus!
Max. 4 x extension pipe 30 cm on 1 Focus!

Push to
release

Red

black

WIRING DIAGRAM NON DIM DRIVERS

CLS ND 001, non dimmable, 700mA driver
19 x 115 x 34 mm (hxwxd)

120 ~180 cm cable

* 150 cm cable

Installation wire 2 x 0.5 mm2

Driver till last Focus G4 total cable length is max. 10 m

120 ~ 180 cm cable

115 mm

34 mm

Always use 1 - 2 pieces of Focus G4 on the CLS ND 001

CLS Focus G4
# F4-XX-X-XX-Z

CLS ND 004

* 150 cm cable

Installation wire 2 x 0.5 mm2

Driver till last Focus G4 total cable length is max. 10 m

CLS ND 004, non dimmable, 250-1050mA driver
30 x 129,5 x 42 mm (hxwxd)

Always use 2 - 6 pcs of Focus G4 on the CLS ND 004

120 ~180 cm cable120 ~ 180 cm cable

129,5 mm

42 mm

CLS Focus G4
# F4-XX-X-XX-Z

Always switch off mains �power of the driver before connecting any fixtures!
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* 150 cm cable

Installation wire 2 x 0.5 mm2

Driver till last Focus G4 total cable length is max. 10 m

CLS ND UNI, non dimmable, 300-1050mA driver
22 x 146 x 43 mm (hxwxd)

Always use 2 - 6 pcs of Focus G4 on the CLS ND UNI
120 ~180 cm cable

120 ~ 180 cm cable

146 mm

43 mm

CLS ND UNI

CLS Focus G4
# F4-XX-X-XX-Z

Always switch off mains �power of the driver before connecting any fixtures!

* 150 cm cable

Installation wire 2 x 0.5 mm2

Driver till last Focus G4 total cable length is max. 10 m

CLS MD 001, mains dimmable, 700mA driver
21 x 94 x 38 mm (hxwxd)

Always use 2 pcs of Focus G4 on the CLS MD 001

CLS MD 001

120 ~180 cm cable

94 mm

38 mm

CLS Dimmer Jung phase cut
max. 270VA 230-240VAC
# 872019

80,5 mm (w)

80,5 mm (h)

L

N

Max. 12 pieces of MD 001 on
1 CLS  dimmer Jung phase-cut

CLS Focus G4
# F4-XX-X-XX-Z

CLS SmartConnect
2-fold junction box
# 87129900

* 150 cm cable

Installation wire 2 x 0.5 mm2

Driver till last Focus G4 total cable length is max. 10 m

CLS MD 004, mains dimmable, 250-700mA driver
34 x 166 x 46 mm (hxwxd)

Always use 1 - 7 pcs of Focus G4 on the CLS MD 004 120 ~180 cm cable

CLS Dimmer Jung phase cut
max. 270VA 230-240VAC
# 872019

80,5 mm (w)

80,5 mm (h)

L

N

Max. 12 pieces of MD 004 on
1 CLS  dimmer Jung phase-cut

CLS MD 004

46 mm

166 mm

CLS Focus G4
# F4-XX-X-XX-Z

Always switch off mains �power of the driver before connecting any fixtures!

WIRING DIAGRAM MAINS DIM DRIVERS

2025 CLS-LED BV. All rights reserved. Information subject to change without notice, CLS-LED BV and all affiliated companies disclaim 
liability for injury, damage direct or indirect loss, consequential or economic loss or any other loss occasioned by the use of, inability to 
use or reliance on the information contained in this manual. No part of this manual may be reproduced, in any form or by any means, 
without permission in writing from CLS-LED BV. Other legal information can be found in our General conditions, found on the back of 
your CLS-LED BV invoice, inside the CLS catalogue or on our website www.cls-led.com/General-Terms.pdf
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WIRING DIAGRAM 1-10V DIM DRIVERS

Installation wire 2 x 0.5 mm2

Driver till last Focus G4
total cable length is max. 10 m

CLS VD 001, 1-10V dimmable, 350-900mA driver
22 x 100 x 52 mm (hxwxd)

CLS VD 001

1 - 10 V

80,5 mm (w)

80,5 mm (h)

CLS Dimmer electr. 1-10V 
# 872010

L

N

120 ~180 cm cable

* 150 cm cable

Max. 12 pieces of VD 001 on
1 CLS  Dimmer electr. 1-10V

Always use 1 - 4 pcs of Focus G4 on the CLS VD 001

52 mm

100 mm

CLS Focus G4
# F4-XX-X-XX-Z

Installation wire 2 x 0.5 mm2

Driver till last Focus G4
total cable length is max. 10 m

CLS VD 004, 1-10V dimmable, 350-900mA driver
21 x 103 x 67 mm (hxwxd)

0-10 V

80,5 mm (w)

80,5 mm (h)

CLS Dimmer electr. 1-10V 
# 872010

L

N

120 ~180 cm cable

* 150 cm cable

Max. 12 pieces of VD 004 on
1 CLS  Dimmer electr. 1-10V

Always use 1 - 7 pcs of Focus G4 on the CLS VD 004

CLS VD 004
67 mm

103 mm

CLS Focus G4
# F4-XX-X-XX-Z

Always switch off mains �power of the driver before connecting any fixtures!

CLS VD 008, 1-10V dimmable, 250-700mA driver
22 x 124 x 79 mm (hxwxd)

120 ~180 cm cable

Max. 12 pieces of VD 008 on
1 CLS  Dimmer electr. 1-10V

Always use 1 - 10  pcs of Focus G4 on the CLS VD 008

CLS VD 008

Installation wire 2 x 0.5 mm2

Driver till last Focus G4
total cable length is max. 10 m

1-10 V

80,5 mm (w)

80,5 mm (h)

CLS Dimmer electr. 1-10V 
# 872010

L

N

* 150 cm cable

CLS SmartConnect
6-fold junction box
# 87129905

79 mm

124 mm

CLS Focus G4
# F4-XX-X-XX-Z

Always switch off mains �power of the driver before connecting any fixtures!

* 150 cm cable

Installation wire 2 x 0.5 mm2

Driver till last Focus G4 total cable length is max. 10 m

CLS CD UNI, Casambi Bluetooth, 350-700mA driver
30 x 108 x 44 mm (hxwxd)

Always use 2 - 7 pcs of Focus G4 on the CLS CD UNI

120 ~180 cm cable120 ~ 180 cm cable

108 mm

44 mm

CLS CD UNI

CLS Focus G4
# F4-XX-X-XX-Z

WIRING DIAGRAM CASAMBI BLUETOOTH CONTROL
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WIRING DIAGRAM DALI DIM DRIVERS

Installation wire 2 x 0.5 mm2

Driver till last Focus G4
total cable length is max. 10 m

CLS DD 001, DALI dimmable, 250-700mA driver
22 x 100 x 52 mm (hxwxd)

CLS DD 001

120 ~180 cm cable

120 ~180 cm cable

* 150 cm cable

Always use 1 - 4 pcs of Focus G4 on the CLS DD 001

DA1 DA2

Controller
Supporting DALI

52 mm

100 mm

CLS Focus G4
# F4-XX-X-XX-Z

Installation wire 2 x 0.5 mm2

Driver till last Focus G4
total cable length is max. 10 m

CLS DD UNI, DALI dimmable, 350-700mA driver
30 x 146,5 x 44 mm (hxwxd)

120 ~180 cm cable

* 150 cm cable

DA1 DA2

Controller
Supporting DALI

Always use 2 - 7 pcs of Focus G4 on the CLS DD UNI

CLS Focus G4
# F4-XX-X-XX-Z

120 ~ 180 cm cable

44 mm

CLS DD UNI

146,5 mm

Always switch off mains �power of the driver before connecting any fixtures!

WIRING DIAGRAM LDC-41 GIII DIMMER

24 / 48 VDC

CLS LDC-41 GIII DMX LED 
dimmer 4 channels
# 113002

25 mm (w)

24 VDC powersupply: Min. 1 and max. 3 pcs on each channel
48 VDC powersupply: Min. 4 and max. 6 pcs on each channel

Installation wire 2 x 0.5 mm2

Driver till last Focus G4 total
cable length is max. 10 m

Make sure the LDC-41 GIII is set to 700mA! CLS Focus G4
# F4-XX-X-XX-Z

CLS SmartConnect
2-fold junction box
# 87129900 / #87129901

Also select the correct  BT powersupply according to the consumed power

CLS SmartConnect
6-fold junction box
# 87129905

CLS LDC
SmartConnect Block
# 911367

CH1 = Channel 1
CH2 = Channel 2
CH3 = Channel 3
CH4 = Channel 4

CH1

CH2 CH3

CH4

Always switch off mains �power of the driver before connecting any fixtures!
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ZOOM FUNCTION

1 2

70º

10º

Locking Mechanism 

Lock 

Unlock 

1,5

ACCESSORIES
113002	 CLS LDC-41 GIII DMX LED dimmer 4 channels 0.35-1A per channel

87129900	 CLS SmartConnect 2-fold junction box & shortcircuit connect.

87129901	 CLS SmartConnect 2-fold junction box with 5 metre cable

87129905	 CLS SmartConnect 6-fold junction box & shortcircuit connect.

87129915	 CLS SmartConnect short circuit plugs (10pcs)

872010	 CLS Dimmer electr. 1-10V for MT35/MTD44 LED driver

872019	 CLS Dimmer Jung phase cut max. 270VA 230-240VAC

874004	 CLS ND 004 non dim, 198 - 264 V, 250-1050mA driver

874003	 CLS ND UNI non dim driver, 220 - 240 V, 300-1050mA driver

874104	 CLS MD 004 mains dim. 198-264V, 250-700mA driver

874201	 CLS VD 001, 1-10V dim, 99-264 V, 350-900mA driver

874204	 CLS VD 004, 1-10V dim, 99-264 V, 350-900mA driver

874208	 CLS VD 008, 1-10V dim, 99-264 V, 250-700mA driver

874301	 CLS DD 001, DALI dim, 99-264 V, 250-700mA driver

874302	 CLS DD UNI, DALI dim driver

875014	 CLS CD UNI driver, 230 V, Casambi Bluetooth control, 300-700mA driver

911367	 CLS LDC SmartConnect block LDC to SmartConnect system

Y106410	 CLS Focus G4 filter holder set

Y106411	 CLS Focus G4 oval beam filter

Y106415	 CLS Focus G4 accessory holder

Y106412-B	 CLS Focus G4 extension pipe 10 cm black

Y106412-W	 CLS Focus G4 extension pipe 10 cm white

Y106413-B	 CLS Focus G4 extension pipe 30 cm black

Y106413-W	 CLS Focus G4 extension pipe 30 cm white

Y106414	 CLS Focus G4 snoot

Y106415	 CLS Focus G4 Accessory holder

LIST OF SYMBOLS

ACCESSORIES


