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Luminous flux
880 Lumen (Version 4000K CRI>82)

CRI
CRI>82

All product info

2700K 3000K 4000K
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Colour & colour temperatures

+20º / -20º ø 127 mm

62,8 mm

ø 140 mm

Cut-out size

IndoorBlank Ceiling 360º40º

Optics

Housing & finish

General specifications

Mounting options

Control options

16 Watt IP40 IP52 510 gram 150 cm Max. 700 mA

3

10 cm 12,7 cm

h

ø

40º25º 60º 120º Mains
dimmable

1-10V
dimmable

DMX
dimmable

DALI
dimmable

Y111060
Multilens 60º

Y111690
Soft diffusion filter

Y111025
Multilens 25º

Bluetooth by
Casambi

Indoor downlighters

> Luxo 6 Basic   Indoor downlighters

Luxo 6 Basic
16 Watt, compact inbouw armatuur.
Leverbaar in blank aluminium. 

Functioneel & decoratief
Dankzij de licht opgloeiende kunststof ring is het armatuur 
niet alleen functioneel, maar ook decoratief. 

Typische applicaties
Luxe kantoren, winkels, horeca en residentiële toepassingen.

Grote keuze in dim mogelijkheden
Alle mogelijke dimmethodes zijn van toepassing waaronder 
DMX512, DALI & Bluetooth dimmen.

Optimale verstelbaarheid
De lichtbron is zowel in horizontale als verticale richting 
verstelbaar.

Verwisselbare optieken
Lenzen zijn snel een eenvoudig te verwisselen voor optimale 
afstelling.

Luxo 6 Basic
16 Watt, compact downlighter.
Blank aluminium finish.

Functional & decorative 
Due to the soft glowing front ring the fixture is not only 
functional but also decorative.

Typical applications
Luxury offices, shops, restaurants & residential applications.

Large choice in dimming methods
All possible dimming methods are available including 
DMX512, DALI & Bluetooth dimming.

Optimal adjustability 
Both horizontally and vertically adjustable.

Interchangeable optics 
Lenses can be changed easily on the spot.
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